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FOREWORD

Testing was requested by the Adverse
Weather Aerial Celivery Systems Program
Office (AWAD SP0O), Air Force System Command,
Wright-Patterson AFB,Chio, in a letter
dated 27 March 1969. The test program
was authorized by Air Force Flight Test
Center Project Directive No. 70-34 and
documented as Program Structure No. 152802,
AFSC Prioricy 188. This test program was
identified locally as Line Item Code (LIC)
4131,

Prepared by:

(o o 8L

James M. Black, Capt, USAF
Project Engineer

Reviewed and approved by:

STEPEN E. MOORE, Colcnel, USAF

Commander
6511th Test Group (Parachute)

ALTON Y. SLA
Brigadier General, USAF
Commander

ABSTRACT

This report presents information ob-
tained during the test and evaluation of a
drogue initiation device. The drogue iri-
tiation device tested was designed and manu-
factured for the Adverse Weather Aerlal
Delivery Systems Program Office by the
Oxford Corporation of Buffalo, NY. Data
were obtained during tow tests and release
tests of a drogue parachute using the drogue
initiation device mounted in a C-130 aircruft
flying at 2000 ft MSL altitude and at an .
indicated airspeed of 110 or 150 knots.
Twenty-two tests were conducted. Parachute
drag forces were mearured and drogue
initiation device functional character-
istics were obegerved. The drogue initia-
tion device functioned satisfactorily on
all tests. Minor equipment modifications
are recommended to improve the operational
effectiveness of the test item. Condi-
tions which could limit the test items
operational capabilitv acre cited.
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INTRODUCTION
PURPOSE

The purpose of the test program is to
evaluate the equipment and techniquee for
the Improved Low Altitude Parachute Extrac-
tion System (LAPES).

SCOPE

This report covers Phase I of a four-
phase test program. Twenty-two tests were
made from a C-130 aircraft. Tescs were
made to evaluate: the emergency release,
the electrical force transfer, and the
manual force transfer functione of the
drogue initiation device (DID).

TEST ITEM

The test item was a drogue initiation
device designed and manufactured for the
AWAD SPO by the Oxford Corporation of
Buffalo, New York under AFSC contract No,
F33657-69-C-01413,

The DID, Oxford Corporation part
number (P/N) 7080-1, was comprised of a
ramp-mounted tow plate (Figure 1) with
force transfer link (Figure 2) and load-
master station controller (Figure 3) with
the associated cables and electrical leads.
The DID 18 an electro~mechanical device
which was designed to perform the following
functions when used as part of LAPES: (a)
retain the drogue parachute in tow, (b)
transfer the force of the drogue parachute,
by remote command, to deploy the extraction
parachute(s), and (c) release the drogue
parachute at any time prior to force trans-
fer by remote command without effecting a
force transfer to deploy the sxtractiom
parachute(s).

In normal operation, drogue parachute
force transfer is accomplished electrically
by energizing the tow plate soleniod. The
switch used for this purpose is located
on the assisted take-off (ATO) comtrol
panel and is activated by the sircraft co-
pilot. An indicator lamp on the load ex-

_ traction outlet (LED) box, located in the
cargo compartment, illuminates when the

co-pilot activates the ATO control panel
switch,

Manual operation of the DID 18 con-
trolled by two levers from the loadmaster
controller station, located at the load-
maatar atation just aft of the cargo com-
partment bulkhead. One control lever re-
lesses the drogue parachute without ef-
fecting force transfer to deploy the ex-
traction parachute(s) (emergency release).
The second control lever transfers the
drogue parachute force %o deploy the ex-
traction parachute(s).

SUPPORT EQUIPMENT
AIRCRAFT

A C-130 cargo-type aircraft was used
on all tests.

PARACHUTE

A 15-ft nominal diameter (Dgy)
ringslot (RS) parachute, P/N 57J6032,
and a 60-ft-long, 2-ply, Type X, extrac-
tion line was used as the drogue parachute
system on all tests. -

DATA ACQUISITION
TEST DATA

Teat data were obtained using electron-
ic and optical methods and were recorded on
a common time base.

TELEMETRIC EQUIPMENT

Telemetric equipment was used to ob-
tain forces and event times. Sensors
mounted in the drogue line or on the test
iten fed signals to a telemetric trans-
mitter mounted on the alrcraft. The trans-
mitted signals were received at & ground-
based receiving station located nesar the
drop zone. Signals were recorded on mag-
netic tape for subsequent playback and
printout on oscillograms. The oscillograms
were annotated with values of the forces at
significant event times, using calibration
signals received just prilox to start of test.
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1. SOLENOID 2. MOUNTING BOLTS 3. COVER

4. PUSH-PULL CABLE ATTACHMENT POINTS 5. SOLENQID ELECTRICAL RECEPTACLE
6. COYER MOUNTING SCREWS

Figure 1 Tow plate with Force Transfer Link and Cover Removed
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1. MECHANICAL PUSH-PULL CABLES
Figure 2 Tow plate with Cover Removed
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Figure 3 Loadmaster Station Controller




MOTION PICTURE COVERAGE

Ground- to-air and onboard lfmm cam-
ersa, vith frame rates ranging from 100 to
200 frames per second, were used to dbtain
colored motion picture coverage.

TEST CONDITIONS AND
PROCEDURES

TEST CONDITIONS

All tests were made from a C-130 air
craft flying at 110 or 150 KIAS and at
2000 ft MSL altitude.

INSTALLATION PROCEDURE

DID component locations, in the cargo
compartment of a C-130 aircraft are shown
in Figure 4. The tow plate was located on
the ceaterline of the aircraft and was
attached to the third and fourth tiedown
ficttings aft of the vamp hinge line. The
loadmaster station controller was mounted
in place of cargo compartment tiedown ring
B-3 (Pigure 5). The mechanical push-pull

LEQ BOX

TOW PLATE

—
e

D-29 D.28

RAMP HINGE

Figure 4 DID Componen: Locations

PUSH-PULL CABLES

CENTERLINE OF AIRCRAFT —j

cahles ware routed from the loadmaster
station controller along the floor in-
tocrd to the afircraft centerline and then
along the centerline aft to the tow plate.
The electrical cable was routed forward
from the tow plate along the centerline of
the aircraft to the ramp hinge line then
outboard to the left side of the aircraft
and forward again past the paratroop door
and vertically to the load extraction out-
let box.

During the installation of the drogue
initiation device in the aircraft the
following deficiencies were noted:

a. The bolts provided to attach the
tow plate to the aircraft ramp were not
compatibie with the aircraft, both in dia-
meter and length.

b. The mechanical push-pull cables
provided to connect the loadmaster control-
ler station to the tow plate were approx—
imately 2 ft too short whea routed ss apeci-
fied in the manufacturer's installation in-
structions. (See Figure 4.)

SPECIFIED LOCATION
ACTUAL LOCATION

TIEDOWN 8.3

LOADMASTER STATION
CONTROLLER
MANUAL CONTROLS
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e Tne five spare fource transter
links provided with the test item wera too
long mnd vould not lock into puwwiiien.

TEST PROCEDURE

o all teete a 15-ft D, R5 parachuce
was deployed fro.. th: airerait nendulunm
release syztew and towed from the tow plate.
After approximataly 10 e2c of tow, the elec-
trical transfer, the manusl cranster, or
the emevgansy releasc was activated,

TEST RESULTS

In &ddition to the deficiencies noted
during inscallaticen of the »ID, tha

tollowing items were observed during test-
ing of the DID:

a. The inside edges of the force
transfer links had sharp edges which could
chafe and cut the web lines.

b. The specified location of the
loadmaster stetion controller interfered
with the operation of the right-hand-rail
emergency release lever.

c. During pre-flight checks the tow
plate emergency release pin did not fully
retruct when operated manually. This pre-
vented the force transfer 1lnk from re-
leasing.

TEST RESULTS
OCkOGUE INITIATION DEVICE

Drogue
Indi{cated force at

Test No. airspeed Function tested release
. (kt) (1b)
199 8F69 110 Emergency release 4800
1999F69 110 Emergency release 4150
2000F69 110 Emergency release 4750
2001P69 110 Exergency rclease 4950
2002r69 110 Emergency rolease 4550
2003r69 150 Electricel force transfier 8800
2004F69 150 Electrical force tranafer 8500
2005F69 150 Electrical force transferl 8825
2006F69 150 Electrical force transfer 34530
200 7r69 15G Electrical force transferl 8750
2182169 15C Electrical force transfer (2)
2183F69 150 Electrical force transfer 7900
2008F69 150 Emergency release 2)
2009F69 150 Emergency release 8000
2010F69 150 Emergency relcase 7950
2011F69 150 Emergency relcase 8225
2012F69 150 Emergency release 8400
2184%69 110 Manual force transfer 5050
2185F69 110 Manual force transfer 4700
218£F69 110 Manuai force transfer 4750
2187F69 110 Manual force transfer 4740
2188F09 110 Manual force transfer 4600

1. Aircreft electrical problems not associated with the drogue initiation

device were enco'mtered.

" 2. Telemetric equipment malfunctioned.

Hanual force transfer was accomplished.

P .
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d. The lvadmaster had difficulty
determining when the electrical force
trunafeyr had been initiztred.

e, The loadmaster station controller
levers were not securely fastened to the
shafts which activate the mechanical push-
pull cables, During pre-flight checka it
was found that the drogue emergency release
lever could be rotated without actuating
the release mechanise in the trv plate.

r. The tow plate cover was dented
when hit by a deploying extraction line.

Results of tests conducted on the drogue
initiation device are presented on page 6.

CONCLUSIONS

The DID funct{oned satisfactorily on
all tests. On two of the tests aircraft
electrical problems were encountered and
the DID manual release was used. On these
two tests the manual release functioned
satisfactorily as a manual back-up system
for the normal electrical activation of
the DID.

RECOMMENDATIONS

The following recommendations are made
to improve the physical characteristics
and operational effectiveness of the drogue
initiation device:

a. Tow plate mounting bolts ANS5SC-
30A (forward) and AN5C-26A (aft) should
be furmished and the tow plate modified
for their use.

b. The loadmaster station concroller
should be relocated from the specified
location to avoid obstructing the passageway
and to avold impeding the operation of
the right-hand-rail emergency release
lever.

¢. Mechanical push-pull cables of
sufficient length should be provided.

d. Force transfer link inside edgea
should be rounded. Force transfer liuks
should be of uniform size.

e. Provide a means of preventing
partial insertion of the drogue emergency
release pin into the force travsfer link.
Partial insertion prevents the force trans-
fer link from releasing.

f. The load extraction outlet box,
when uged with ths DID, should be relocated
adjacent to the loadmaster control station.
This would allow the routing of the elec-
trical cable along the centerline of the
aircraft, avoiding the rollers and the
ramp hinge. Ralocation of the outlet box
would also give the loadmaster an easily
vigible indication of the electrical
actuation of the tow plate.

g- The control levers on the load-
master station controller should bea fast-
ened more securely to their shafts to pre-
vent the levers from rotating oan thelr
shafts.

h. The tow plate cover (Figure 1)
should be reinforced along its lateral
axis to preciude damage from external
equipment.

COMMENTS

The design of the Oxford Corporatiom
DID tow plate requires & vertical clearance
above the tow plate ~o allow the force
transfer link to rotate uward and release
from the tow plate. The vertical clearance
requirenents arze 4 3/8 inches to accomplish

force transfer and 1 1/2 inches to accomplish

drogue emergency release.

In the event & platform is inadver—
tantly released, prior to extraction para-
chute deployment, and wmoves aft in the
aircraft to a position above the tow plate,
tl:e vertical clearance between the bottom
of the platfcrm and the tow plate may not
b sufficient to allow force transfer or
drogue chute release from the tos plate.

Under these conditions the DID would
be rendered inoperable and the aircraft
flight safety could be endangered.
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